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| ntroduction

This design manual has been prepared as part of
the Town Center Sidewak Design & Accessibil-
ity Project, administered by the Amherst Plan-
ning Department.

The purpose of the manual is to provide design
guidelinesfor Streetscape projectsthroughout the
TownAmherst. Thesedesign guidelines provide
recommendationsfor safety, accessibility, furnish-

ingsand amenitiesin order to encourageincreased
pedestrian traffic. The guidelines are areference
resource for the Town, to use for redevelopment
or improvements of specific downtown areas.
When new projects are commissioned, consultants
can use this manual as a reference to ensure that
new improvements will be consistent with the
Town's standards.

I ntroduction
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Organization

Thisdesign manual has been divided into four sec-
tions: Pedestrian Paths and Crosswalks, Accessi-
bility, Site Furnishings, Planting and the A ppendix.

Pedestrian Pathsand Crosswalksidentifies differ-
ent types of pedestrian traffic patternsand assigns
each a specific surface treatment. For example,
intense retail areas require a more pronounced,
highly visible, and larger pedestrian travel way.
High use crosswalks, crossing major vehicular traf-
fic ways or adjacent to a bus shelter, require a
treatment that ismorevisible than crosswalksover
smaller side streets or driveways. Schematic de-
sign drawings, cross sections, and details are pro-
vided for each of the recommended surface treat-
ments.

TheAccessibility section makesrecommendations
aimed at maintaining universal bility through-
out the downtown area. Recommendationsinclude
where to use tactile warning pavers and when to
consider audible pedestrian signals.

Site Furnishings specifiesand detailselementssuch
as benches, trash receptacles, and lighting. These
standard furnishings are recommended for use on
new projects proposed throughout the downtown
area.

The planting section offersalist of suggested plant
materialsfor varioussituations. Planting techniques
and detailsare provided asguidelinesfor landscape
contractors.

Each section is intended to give a clear and con-
cise summary of how to deal with these elements
inthelandscape. Sectionsinclude photographs of
design recommendations and also areaswhereim-
provements are needed.

TheAppendix contains construction diagramsfor
kiosk construction.

Organization
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Areaof Study

Thismanual isdesigned to be applied to all pedes-
trian areas in downtown Amherst and was pre-
pared in conjunction with construction documents
for thePhase | improvementsplan. Theinitia study
areaextendsfrom the crosswalk to Hallock Street
onthewest side of North Pleasant Street, and from
the Douglas Funeral Home driveway to the U.S.
Post Office on the east side of North Pleasant
Street. Accessibility alongKellogg Avenueaswell
as within Boltwood Walk was reviewed in addi-

tion to three other critical accessibility problemar-
eas. Theseinclude the intersection of Spring and
South Pleasant Streets, the intersection of East
Pleasant and Triangle Streets, and the East Pleas-
ant/Pray Street intersection. Through design rec-
ommendations for these specific areas, consult-
ants for new town center projects will be able to
develop solutions that result in consistent overall
design.
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Pedestrian Paths & Crosswalks

Different parts of downtown Amherst experience
different levels of pedestrian use, and therefore
require specific surface treatments that address
the needs of those areas. More heavily travelled
retail areas require amore pronounced and larger
pedestrian path. Busy crosswalks adjacent to bus
shelters may require a treatment that is more vis-
iblethan crosswalks serving side streets. Thissec-
tion defines which areas within the study areafall
into each category, and shows design plans, cross
sections and construction details for the installa-
tion of recommended surface treatments.

Primary Retail Areas

This classification refers to the busiest retail
stretchesin the downtown, where pedestrian traf-
ficflow isheavy. InthePhasel study area, thisis
between the Fire Station crosswalk and Cowles
Avenue on the west side of North Pleasant Street,
and between the funeral home driveway and
Kellogg Ave. on the east side of N. Pleasant St.

Secondary Retail Areas

This classification refers to the busy pedestrian
areas within the downtown. Areas such as the
stretch from Cowles Avenue northerly toward
Hallock Street fall into thisclassification.

S
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Primary Retail Area
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Primary Retail Areas
Design Guidelines

In the primary retail areas, one main 8 wide pe-
destrian travel way isrecommended, consi sting of
red 4" x 8" precast concrete pavers resembling
brick. The paverswould be set on aconcrete base
in arunning bond pattern, with one soldier course
along each side. Where the pedestrian travel way
makes a 90? angle toward a storefront, crosswalk
or bus shelter area, the direction of the running
bond shall be turned perpendicular to that of the
main thoroughfare.

Onthe private property side of thiswalkway, busi-
ness owners are encouraged to take care in de-
signing and maintai ning aesthetically pleasing front
yards. |nsome cases, suggestions have been made
for the treatment of private front yards. (Seepro-
posals for the Unitarian Church and Robert's
Block.)

Onthe street side of the main pedestrian thorough-
fare, concrete paving extends to the curbed street
edge. It shall be scoredina¥5' or 6" square pat-
tern, as appropriate to the area.

Existing street trees within the project sitesareto
be protected and tree wells improved where pos-
sible. Within the primary retail area, new street
treesshall be planted within expandabletree grates.
(See Planting section for acceptable species.)
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Typical plan of proposed improvementsin a primary retail area.
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Existing Sdewalk After Sidewalk Construction

Existing Sdewalk After Sdewalk Construction
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Secondary Retall
Design Guidelines

Inthe secondary retail area, one main 6’ wide pedes-
triantravel way isrecommended, consisting of red 4”
X 8" precast concrete pavers, resembling brick. The
pavers would be set on a concrete base in a running
bond pattern with one soldier course along each side.
Where the pedestrian travel way makes a 907 angle
toward astorefront or crosswalk, the direction of the
running bond shall be turned perpendicular to that of
the main thoroughfare.

On the private property side of this route, business
owners are encouraged to take carein designing and
maintaining aesthetically pleasing front yards.

On the street side of the main pedestrian thorough-
fare, concrete paving extends to the curbed street
edge. It shall be scoredin a5’ or 6’ square pattern,
as appropriate to the area.

Secondary Retail Area

Existing street trees within the project sites are to
be protected and improved where possible. Within
the secondary retail area, new shadetreesshall have
aplanting bed beneath which extends no less than
6’ toward each side. Provide a3 wide strip be-
tween this planting bed and the face of the curb to
prevent grass from wearing where pedestrians use
parking meters.
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Typical plan view of proposed improvementsin a secondary retail area.
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Primary & Secondary
Retail Area Sidewalks

Construction Detall

RUBBERIZED ASPHALT
CEMENT ADHESIVE

JOINT SEALER-
RETAINER RING

3/8" PREMOLDED
POLYETHYLENE FILLER

HAND TIGHT
SAND SWEPT JOINT

HANOVER PRECAST CONCRETE PAVERS

TUDOR FINISH (QUARRY RED)
— 0" — VARIES 7/ x— 6" 6" SOLDIER COURSE ALONG EACH EDGE

RUNNING BOND IN CENTER, SEE PLAN

R < v . ‘ H ‘ iy RESTORE PRIVATE PROPERTY TO
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== eI */ == 8" COMPACTED
GRAVEL BACE
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’ . . SCORE AS SHOAN ON PLAN ' COMPACTED SUBBASE
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Primary Crosswalk

Primary crosswalks cross major vehicular traffic
patternsor arelocated in areaswhere high visibil-
ity iscritical to pedestrian traffic safety. Examples
include the two crosswalks which cross North
Pleasant Street within the Primary Retail district.
The CV S driveway is another primary crosswalk
because of heavy pedestrian use, heavy vehicular
traffic, vehicular speed and limited sight lines.

Secondary Crosswalk

Secondary crosswalks cross secondary roadways
or driveways. Pedestrian safety isof equal impor-
tance in these areas, but vehicular traffic may be
less intense or at a lower speed and visibility is
generally not aproblem.

Secondary crosswalk.
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Crosswaks
Design Guidelines &
Construction Detail

3/4" LATEX MODIFIED MORTAR
SETTING BED, MORTARED JOINTS
GRANITE CURB, TYPE "V"

SET 1/6" BELOW BIT CONC

IN THE LANE WHERE TRAFFIC

1S MOVING TOWARD CROSSWALK
I" WIDE WHITE PAINTED LINE,

BY OTHERS, TYP

SANCUT EX& PAVEMENT

For both primary and secondary crosswalks, acen-
tral, 6” thick concretewalk isproposed. Red 4” x 8"
precast concrete pavers, resembling brick, set sol-
dier courseisrecommended along each side.  Pri-
mary crosswalks have atotal width of 8'; second-
ary crosswalks are 6' wide. Primary crosswalks
may contain lighted paversthat shall be considered
onanindividual basis.

CONCRETE PAVING (4000 PSI)

6" MIN DEPTH UNDER PAVERS

SCORE AS SHOAN ON PLAN

PRECAST CONCRETE PAVERS

HANOVER - NATURAL FINISH (QUARRY RED)
SET PAVER 1/8" BELOW TOP OF GRANITE
CURB IN THE LANE WHERE TRAFFIC 19

EXG BIT CONCRETE N

PAVEMENT, TYP\

&'-0" MOVING TONARD THE CROSSWALK
| 0 o 6"x6"x10/10

0'-6" 5}
A ,/ WIRE MESH

HIT= =TS0 === COMPACTED
GRAVEL BASE

[ETE=TE TN
CONCRETE BACKING
UNDISTURBED OR

COMPACTED SUBBASE

==

Plan view.
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Accessibility

A leader in demonstrating universal accessibility
during the 1970's, the Town of Amherst needsto
pursue ongoing accessimprovements. Heaving at
expansion joints, shifting along curbstonesand de-
terioration of bituminous concrete surfaceshascre-
ated serioustripping hazards throughout the down-
town area. In addition, incons stent and varied pave-
ment types make wayfinding difficult for people
with sight impairments.

Thepurpose of thissectionistoillustrate proposed
methods of maintaining universal accessibility on
pedestrian pathways throughout the downtown
area. The section isorganized into categories de-
scribing types of access problems and outlining
solutionsfor each.

Amherst needs to pursue ongoing access improvements.

Accessibility
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Areasfor Improvement

Curb Cuts & Crosswalks

At intersections, accessibility is often poor and
wayfindingisunclear. Existing curb rampsare not
always ADA compliant. The accessible route is
not always direct or clear, and visually-impaired
persons may not know where or when it is safe to
enter the roadway. At the East Pleasant Street/
Triangle Street intersection, for example, angles
are confusing and curb rampsare not wide enough.

Pavement Deterioration

The paved walkway outside of Rao’ s Coffee House
in Boltwood Walk, aheavily used gathering space,
has been heavily damaged by the roots of nearby
shade trees and isno longer ADA compliant. Be-
cause these trees provide a wonderful shaded
canopy, accessible redesign should save the trees
while providing an even, traversable surface.

Accessibility on the sidewalk along the south side
of Kellogg Street is aso a concern. Large tree
roots have heaved the pavement and adjacent veg-
etation hasgrown in, resulting anearly impassable
sidewalk. Again, the challengeisto improve ac-
cess while retaining the trees.

Kellogg Street has become nearly impassible for the
disabled pedestrian.

|naccessible Surfaces

Several areaswithin the downtown were pavedin
the 1960’ s with decorative granite cobbles. The
surface of these paversisuneven and rough, which
makes these areas inaccessible to many.

Accessibility
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Accessibility
Design Guidelines
Curb Cuts & Crosswalks

Atintersections, thealignment of crosswalksshall be
perpendicular to the vehicular traffic pattern where

possible.

Deteriorated curb cuts shall be replaced as described
below and shown on the following details. Atall ac-
cessible curb ramps, the break in slopea ong themain
pedestrian thoroughfare and along the top of flared
sides shall be paved with tactile warning pavers to
indicate to visually impaired persons that a break in
slopeis occurring and that they are entering into the
accessible curb ramp.

All accessible curb ramps shall have amaximum slope
of 1:12 along both the route of travel and the flared

st

Accessible Curb Ramp, Typel.

sides. Inaddition, accessible curb rampsshall not
require people to turn on an inclined surface. If
constructed as shown below, the pedestrian will
be able to continue along a straight line perpen-
dicular to the street. If the pedestrian needs to
make an immediate right or left hand turn, there
should be alevel landing area beyond theinclina-
tion on which the user can turn.

Curb ramps with vertical sides, type |1 shall only
be used when abutting landscaped areas not de-
signed for pedestrian traffic.

Throughout the downtown area, granite curbing
with aminimum of 6” reveal should beinstalled to
help distinguish walkways from roadways.  All
walkways shall have a maximum cross slope of
2%, 1% is preferable.

TACTILE WARNING PAVERS, TYP

SLOPED CONCRETE RAMP SURFACE

R e A
078050000005052650

CONTROL JOINTS

ooo
ooooo
ERHRBES

URB TRANSITION

590
529

IO gy

S
A

CURB-6" REVEAL
TYPICAL

- MAINTAIN 6" MIN.
COMPACTED GRAVEL UNDER
CURB TRANSITION
CURB/RAMP TO BE FLUSH
WITH ROADWAY

Accessibility
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WALK-MATERIAL VARIES

TACTILE WARNING PAVERS

SLOPED RAMP SURFACE
SEE PLAN FOR MATERIAL

CURB-6" REVEAL

SEE PLAN FOR MATERIAL

CURB TRANSITION

Accessible Curb Ramp, Type I FLUSH WITH EDGE OF ROADWAY

CURB, 6" REVEAL

CURB TRANSITION

SLOPED RAMP SURFACE

/,IIIIII
AT

s
i

77 5
904 SEE PLAN FOR MATERIAL
IIIIIIII IIIIIIIIII“'Il'll,II'l"'b' CURBING TO BE FLUSH WITH

e
i, 4 g

&L 1 ) EDGE OF ROADWAY, RADIUS

’ VARIES, SEE LAYOUT PLAN

CURB TRANSITION

- MAINTAIN 6" MIN. COMPACTED GRAVEL

UNDER CURB TRANSITION

Accessible Curb Ramp, Typelll

Accessibility
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|mprovement Suggestions
Pavement Deterioration

In pathway or plazasituations, likethat in front of
Rao’s, where tree roots are causing heaving prob-
lems, raised tree planters have been proposed to
accommodate the tree roots. These planters will
relocate pedestrian traffic away from the sensi-
tive areas surrounding trees.

Along Kellogg Avenue, where roots have made
the sidewalk impassable, the walk will be wid-
ened to provide a minimum of five feet of clear
width. Insome cases, it may be necessary to erect
retaining walls. Walks may also be dightly raised
so that pedestrians can travel onalevel planeover
the tree root systems.

|naccessible Qurfaces

Several areaswithin the downtown were pavedin
the 1960’ s with decorative granite cobbles. The
surface of these paversisuneven and rough, which
makes these areas inaccessible to many. These
types of pavers are not recommended for use in
public areas unlessthey areinstalled onal” mor-
tar setting bed over concrete. Concreteshall have
aminimum thickness of 4” unless surfacewill ac-
commodate vehicular traffic, in which case con-
crete shall be 6” thick.

Accessibility
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Special Circumstances

Accessible pedestrian signals (APS) that provide
audibleand/or vibrotactileinformation coinciding
with visual pedestrian signalslet pedestrians who
are visualy impaired know precisely when the
WALK interval begins. Intersectionsthat may re-
quireevaluation for APSinstallation include those
with:

- Very wide crossings

- Non-orthogonal or skewed crossings
- T-shaped intersections

- High volumesof turning vehicles

- Highnoiselevels

SEE LATOUT PLAN FOR LENGTH

The intersection of Triangle and East Pleasant
Street is an example of where evaluation for APS
is warranted.

Handicap Ramps

In certain situations, it may be necessary to con-
struct atraditional handicap ramp with handrails.
Project proponents should refer to the latest ADA
construction guidelinesmanualsor call their tech-
nical assistance center at (800) 949-4232.

200

I-1/2" WIDE X 1/2" THICK

20m
=

| o oo R AL core ik o
7 i a
\ \ 5 °
l=E R
SECTION " Tﬁm &U\
L limn
Conceptual ramp. j‘jﬁiﬂ
Refer to latest ADA ,@ ‘Eg‘\ ‘
designguidelines. HEIEIED %\
8" 12" A " )

p 6" 12" J‘/ 2" RAD. TYP.

1

1-1/2" 0.D. PIPE HANDRAIL W/ ONE GOAT
PRIMER AND TWO COATS BLACK EPOXY.
CONTRACTOR TO SUBMIT SHOP DRANING.

2" OD. PIPE POST 4 END CAP W ONE

GOAT PRIMER AND TWO COATS BLACK EPOXY.
FOUR (4) POSTS EVENLY SPACED,
CONTRACTOR TO SUBMIT SHOP DRANING.

CONCRETE RAMP
SEE CONCRETE PAVING DETAIL

DECORATIVE PAVEMENT
60" SEE DETAIL
12:0 MAX /
— o’

— 2-1/2" 1D GALV SLEEVE W HIGH
DENSITY &ROUT

I

|

CONCRETE FOOTING, 3000 PSI

B" MIN. COMPACTED GRAVEL BASE

UNDISTURBED OR COMPACTED SUBGRADE

\\Wgﬂﬂé

EEIEIEETE

10

12t

@

N
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TYPE 1

INTERNAL
REFRACTOR

[3'- 5"% TO THE LIGHT CENTER
12'%

Site Furnishings

This section specifies site furnishings for use
throughout the pedestrian areas of downtown
Amherst. They include: light fixtures, benches, bike
loops, trash receptacles, tree grates, bollards, pe-
destrian kiosks, newspaper enclosures and parking
meters.

Lighting

Street lighting must provide a safely lit nighttime
environment for both pedestrians and motorists.
Lighting can also serve a valuable aesthetic func-
tion. Certain areas may be highlighted by increas-
ing the concentration of light fixtures. Such fix-
tures can serve adaytimerole as sculptural objects
by defining areas, announcing entries or transition
zones and providing transitions between the scale
of tall buildings and adjacent pedestrian areas.

L uminaires

Lamp Post

Manufacturer:
Syle:

Height:
Material:

Finish:
Local Rep:
(as of 9/2001)

Soring City Electrical
Soring City Parkwood
116"

Cast iron per

ASTM A48-83 Class 30
Black polyester powder
Spec-lines

32 Wanno Avenue
Osterville, MA 02655
(508) 420-8254

(as of 9/2001)

Manufacturer:  King Lighting
Model:  K199-LPR-II1-MH175-
K18-PBC-BK
Material:  Rippled polycarbonate
Casting:  Black polyester powder
Local Rep:  Spec-lines

32 Wanno Avenue

4 - #6 BARS é

#4 TIES @ 12" OC.

3/4"Xle" STEEL ANCHOR

1" CHAMFER

SAFETY N\

BUSHING

T
+

COMPACTED GRAVEL

CONC. FOOTING
4000 PSI

LIGHT MOUNTING
PLATE ¢ POLE

I #6 GROUND WIRE,

! — BOLT TO POLE
3' BOLT PROJECTION

P

E Yo s/ax04" GALVANIZED ANCHOR
. [0 g‘m BOLTS, 3" HOOK (4 REGUIRED)

CADWELD CONNECT
#6 GROUND WIRE

1" SCHEDULE 40
PVG CONDUIT
4 - #6 BARS

#4 TIES @ 12" 0C.

S =

5/86"X&' COPPERWELD
GROUND ROD

upisTRBED 0R " ]

IEIES

Osterville, MA 02655

(508) 420-8253

COMPACTED SUBGRADE o

NOTES : I. ALL LIGHTING PRODUCTS AND INSTALLATION SHALL COMPLY WITH ALL
APPLICABLE CODES AND STANDARDS.

Site Furnishings
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Benches

The benches below have been selected for their
comfort and durability. Thesebenchesshould be

used in parks, commonsand historic districts.

Manufacturer:  DuMor, Inc.
Model No:  57-60D
Supports:  Cast iron

Sats: 2" x 3" nominal
Clear Douglas Fir Sats
Color:  Black polyester powder
Length: 6
Local Rep: M.E. O'Brien & Sons
(as of 9/2001) 93 West Sreet
P.O. Box 650
Medfield, MA 02052
(800) 835-0056

Typical bench. Color to be black with DouglasFir dats.

27 1/4"

STEEL AND WOOD

BENCH, AS SPECIFIED

3/8" POLYETHYLENE FILLER

MATERIAL
FINISH GRADE-SEE

PLAN FOR MATERIAL

112" x &" GALV STEEL
ANCHOR BOLTS

CONCRETE FOOTING,

4000 P3|

COMPAGTED GRAVEL

W

QA ‘ 4
?Eg o%oé;d :
SHIEES

BACKFILL
UNDISTURBED OR

COMPACTED SUBGRADE

Site Furnishings
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Benches

These benches, with recycled plastic slats should
be used in high traffic areas and at bus stops.

Manufacturer:
Model No:
Supports:
Sats:

Color:
Length:

Local Rep:
(as of 9/2001)

DuMor, Inc.
16-40/16-60

Cast iron

2" x4" nominal
cedar colored
recycled plastic
Black polyester powder
4 or6@

M.E. O'Brien & Sons
93 West Sreet

P.O. Box 650
Medfield, MA 02052
(800) 835-0056

Typical bench. Color to be black with cedar colored
recycled plastic dats.

2-7 1/4"

CAST IRON & RECYCLED PLASTIC BENCH

DUMOR MODEL #57-60

3/8" POLYETHYLENE FILLER

MATERIAL
FINISH GRADE-SEE

PLAN FOR MATERIAL

1/2" x &" GALV STEEL
ANCHOR BOLTS

CONCRETE FOOTING,

)
Il

4000 PSl

COMPACTED GRAVEL

Il

BACKFILL
UNDISTURBED OR

0%
%
T OO
N 0,
008
I

COMPACTED SUBGRADE

Site Furnishings
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Typical

bike loop.

Bike Loops

The bike loops illustrated below were selected
for their strength and styling. These bike loops
offer flexibility without being intrusive to the
streetscape. Their inconspicuous style will not
detract from the main pedestrian route.

Manufacturer: Madrax
Model No:  Madrax UX190-1G-P
Pipee 1.5" Schedule 40 Iron
0.148" \W\all thickness
Coating:  0.125" PVC jacket applied
to primed surface; black
Capacity: 2 Bicycles
Representative:  Madrax
2210 Pinehurst Drive
Middleton, WI 53562
(800) 448-7931

25'%

360

MATERIAL VARIES
SEE PLAN

BIKE Loor

SEE SPECIFICATIONS

=]l
= \E
.J\MH =]l
,H\

]

|11

Il

\ H%
==

ENE

12"'—

= =0=- =1

= I =

‘NH’ J CONCRETE FOOTING

NOTE:

INSTALL AS PER
MANUFACTURER'S
DIRECTION

_M‘A M 3000 P5l

/
\

I

I

;\ul

/M

\\H NH\ UNDISTURBED OR
== COMPACTED SUBGRADE

Site Furnishings
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Trash Receptacles

Trash receptacles shown have been chosen for
their historic character and coordination with the
chosen benches. Because of the classic nature
of the structure, these receptacleswill not “date”
the downtown streetscape.

Manufacturer:  Victor Sanley
Model No:  Ironsites S42
Color:  Black
Sze: 36-gallon

Option:  Top Opening
Representative:  Mictor Stanley
(as of 9/2001) Dunkirk, MD

(800) 368-2573

Typical receptacle. Color: to be black.

- 36 GALLON TRASH RECEPTACLE
A VICTOR STANLEY IRONSIDES 5-42
2 3/8" X " BLACK STEEL BARS, TYP
)
FINISH GRADE-SEE PLAN
U FOR MATERIAL
J— p ER

@ﬂﬁoﬂ 7 \Q“7%F = 3/4" x 16" ANCHOR ROD

| omE e R
¥ Ejes “ il CONCRETE FOOTING, 3000 Pl

ol = L B o=
Mgo <. SLs L. R = COMPACTED GRAVEL BASE,
=| OQ) . . o) i 6" ALL AROUIND

- S S =
N io 0\80 ‘{2&0 EQJ/Q@ Q S e UNDISTURBED OR CZE;A;;EZ

SIISIENEE]
§ 22" 6"

Site Furnishings
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Tree Grates

Cast iron tree grates are recommended because they
providethe advantage of being easily expandablewith-
out losing their structural integrity. Over theyears, as
treetrunks becomelarger, the opening can be enlarged
in increments to accommodate tree growth. This can
be done by using an abrasive cutting wheel or hack-
saw. Notch theradial spokesat the junction of the ex-
pansion rings. Then break away the portion to be dis-
carded.

Seemoretree planting detail sand information on struc-
tural soil inthe Planting section.

Manufacturer:
Model No:
Sze

Local Rep:
(as of 9/2001)

Neenah Foundry Co.
R-8713 Sguare

60" sguare

Mel Grant Associates
P.O.Box 175
Needham, MA 02192
(800) 345-1432

OVER ROOT BALL

60" TREE/NRAP
FRAME GAST INTO CONCRETE QUT ¢ REMOVE TOP 1/3
NITH BENT #5 REBAR OF BURLAP
WELDED TO BOTTOM OF
FRAME, EVERY 18" OC. IRON TREE GRATE AS SPECIFIED
DEC. PAVER BORDER NASHED PEASTONE
| - A]‘ N T LT )
et a8l |5
= o, INTEGRAL FLANGE ON CURBSIDE,
DRILL HOLE EVERY I5' OC.
AND ATTACH TO CURB WITH
EXPANSION BOLT, TYP.
N (MAY NOT APPLY)
EXISTING SUBGRADE SISLEIES oA o
=]k HEIEENEIN 2 ;%""3 S LANDSCAPE FILTER FABRIC
3/8" CABLE WITH HOSE SHISEEIEIEIEIE EIIEIEIENE]

TREE ANCHOR, 6" DIAX24" MIN.
4 PER TREE, BURY MIN. 30"

NOTE: TREES TO BE PLANTED BEFORE ANY CONCRETE OR BRICK IS INSTALLED

PLANTING SOIL MIX

FERTILIZER ROOT PACKET, 2 PER

TREE, 6"-&" DEEP, PLACED AS
ROOT BALL |9 BACKFILLED

Site Furnishings
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Typical granitebollard.

Bollards

Bollards serve to protect pedestrian walkways,
signage and utilities from vehicular traffic without
creating accessibility barriers. They are also used
to help define the edges of an outdoor gathering
space.

Design Considerations

Bollards should be placed close enough together to
prevent vehiclesfrom entering, yet far enough apart
tomaintain universal accessibility; 6'-8 oncenteris
recommended.

The materials used to construct bollards should be
durable and adequate to deter vehicles, and should
reflect the materials chosen for the immediate sur-
roundings. Through correct spacing and scale, bol-
lards can continue rhythms of adjacent buildings or
structures.

Three types of bollards (granite, cast iron & steel )
have been chosen for work within the downtown
area. Designerswill be ableto select whichismore
appropriatefor the particul ar setting and project type.

Granite Bollards

Custom granite bollards have been designed for use
throughout the streetscape area. The can be seen
along North Pleasant Street at the intersection with
Cowls Lane.

4" DIAMETER CAST IRON RING

O

8"x8" GRANITE BOLLARD

PAYING MATERIAL (VARIES)

36t

COMPACTED GRAVEL BASE

CONCRETE FOOTING

3000 Pl

COMPACTED SUBGRADE

Site Furnishings
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Cast Iron Bollards

Bollards specified below comewith or without “tea-
cup” handles on each side to accommodate chain
barricades. They can also be removable or perma-

nent.
Model No: 2988.000 permanent
2988.001 removable
Color: Black
Material: Nodular Cast Iron
Manufacturer: NERI Corp.
Local Rep: Spec-Lines

(as of 9/2001)

32 Wlanno Avenue
Osterville, MA 02655
(508) 420-8254

30"

== OPTIONAL HANDLES

CAST IRON BOLLARD

PAVING MATERIAL (VARIES)

COMPACTED GRAVEL BASE

CONCRETE FOOTING
3000 Psl

COMPACTED SUBGRADE

Secl Bollards

Concrete filled stedl bollards are included in the
Guidelines, asthey may bethe most economical al-
ternative where bollards are needed. While they
are the least desirable aesthetically, these bollards
offer strength and durability.

> m FABRICATED TOP CAP

I CONTRACTOR TO SUPFLY
SHOP DRAWINGS

6" OD. 5CH.40 STEEL POST,
FILLED WITH CONCRETE, FINISH
WITH ONE COAT PRIMER AND
TO COATS BLACK EPOXY

300

PAVING MATERIAL (VARIES)

COMPACTED GRAVEL BASE

40

CONCRETE FOOTING
3000 Psl

COMPAGTED SUBGRADE

Site Furnishings

Page 29




Granite Curb

Granite curb has been chosen for the downtown
for itsdurability and natural beauty. Granite curb
shall be Massachusetts Highway Department stan-
dard, vertical or doped, depending upon use and
location. It shall beinstalled with 6” reveal per
MHD standards specifications.

Bus Shelters

Design of bus sheltersfor the downtown areawill
be subject to review by the Town. Ingeneral, shel-
ters should be simple in design with little mainte-
nance required.

Drinking Fountains

Drinking fountainswill be subject toreview by the
Town. Ingeneral, fountains should be considered
accessible, simplein design withlittle maintenance
required.

Shown here is an accessible drinking fountain by
Murdock. Madeof castiron, itiscapable of with-
standing all kinds of environmental conditions as
well as vandals. Inner parts are removable for
fast maintenance.

BIG Enterprises TS610DM bus shelter.

Murdock M-23
accessibledrinking fountain.

Site Furnishings
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Kiosks

Kiosks provide information or direction to pedes-
trians and can identify the location of aparticular
site or attraction. When siting kiosks, many fac-
torsmust be taken into account including ensuring
pedestrian visibility, while minimizing obstruction
of vehicular visibility. Kioskscan aso be used as
sculptural elements in the urban landscape, pro-
viding avertical element in an otherwise, flat envi-
ronment.

TheTown of Amherst hasacustom designed kiosk
which servesasthe principal pedestriansigninits
downtown wayfinding sign system. See drawings
inAppendix.

AMHF™ "~ “REWING

COMPAL,

JOMES
LIBRARA%:,

s KEPR Py e L

Hiair, Colling A Smith

[asmiame

Cusk's Black Aasciatny
i e AER Rasle

Fipet Bimk
Jeifory Asmberdd ek
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- Newspaper
Enclosures

.
Newspaper enclosures have been de-
L signed to contain multiple newspaper
racks for a neater appearance.
2" RAD. TYP.
.
Plan
2" O.D. PIPE POST W/ ONE COAT PRIMER,
40" AND TWO COATS BLACK EPOXY.
> CLEAR CONTRACTOR TO SUBMIT SHOP DRANING.
(INTERIOR)
: z z B 1 WALK, SEE PLAN FOR MATERIAL
ooo(g) QOOQOO QOOQQ ; QOOQOO
OQO OQO 00050 < OQO60
q 0850 e
. TIHLH\\LHH\JH\T—H\\L\H\l— TIHH—/H\—
i gm W“é - Qm CONCRETE FOOTING, 3000 PSl
Mﬁ ﬁw L2 "NH”\ UNDISTURBED OR COMPACTED SUBGRADE
=l - 0= =1 W\
=== \\\MWM:

NOTE:
ALL WELDS TO BE GROUND SMOOTH.
CONTRACTOR TO SUBMIT SHOP DRANWING PRIOR TO FABRICATION.
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Parking Meters

New, state-of-the-art parking meters have been
chosen to reduce the number of meter poles and
clutter which currently overload the downtown
streetscape area. Again, functionality will aidin
making the downtown more user-friendly.

P.OM. PARKING METER

Manufacturer:
Twin Adaptor:
Meter Housings:

Material:
Other:
Representative:

P.O.M.

#300-326 cruiser gray
N-APM compl ete meter
housing, cruiser gray
Ductile Iron

Sealed Coin Box

P.O. Box 430
Russellville, AR 72811
(800) 331-7275

31"

2" |D. 6GALVANIZED STEEL PIPE POST

WITH ONE COAT PRIMER AND TWO COATS
BLACK EPOXY.

SURFACE VARIES

\
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Planting

Trees are of great importance to the character of
the Town of Amherst and removal or damage to
healthy, significant trees shall be avoided wherever
possible, especialy along roadways. Planting of new
or replacement trees along roadsides and for sig-
nificant relief of parking areasand architectural mass
isrequiredtoreinforcerural character and perpetu-

Material Suggestions

ate the environment created by mature trees.
Following is a list of recommended trees for use
throughout the downtown. Thelistisintended to be
aguideline, but project proponents are encouraged
to propose use of other species they feel may en-
hance the character of the town.

Civic ScaleShade Trees(Minimum 40’ Tall at Maturity)

Latin Common Sze

Acer rubrum ‘ October Glory’ October Glory Red Maple 3’ cdiper
Acer saccharum * Commemoraton’ Commemoration Sugar Maple 3’ cdiper
Acer saccharum ‘Legacy’ Legacy Sugar Maple 3’ cdiper
Cercidiphyllum japonicum* KatsuraTree 3’ cdiper
Ginkgo biloba (Male species) Ginkgo 5-6' potted
Gleditisiatriacanthosinermis Honeylocust 3’ cdiper
Metasequoia glyptostroboides Dawn Redwood 6-8' potted
Quercus alba White Oak 3’ cdiper
Quercus rubra Red Oak 3’ cdiper
Quercus palustris Pin Oak 3’ cdiper
Tiliacordata‘ Greenspire GreenspireLittleLeaf Linden 3’ cdiper
Zelkovaserrata’ Green Vase' Green Vase Zelkova 3’ cdiper
Specimen ShadeTrees(Minimum 25’ Tall at M aturity)

Latin Common Sze

Acer griseum Paperbark Maple 6-7' cump
Koelreteriapaniculata GoldenRain Tree 6-7' potted
Oxydendrum arboreum Sourwood 6-7' potted

* Should not be utilized in areas where planting will not be regularly maintained

Planting
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Material Suggestions cont’d

Ornamental Trees

Latin

Cercis canadensis
Cornusfloridarubra
Crataegusviridis' Winter King’
Prunus cerasifera‘ Thundercloud’ **
Pyruscalleryana‘Bradford’

Sophora japonica

Syringareticulata

Screening

Latin

Abies concolor
Piceaglauca

Pinus nigra austruaca
Pinus strobus *

Ground Cover & SlopeProtection
Latin

Forsythiax intermedia

Juniperus horinzontalis

Hederahelix ‘Baltica

* Should not be utilized in areas where planting will not be regularly maintained

Common

Eastern Redbud

Pink Flowering Dogwood
Winter King Hawthorne
Thundercloud Plum
Bradford Callery Pear
Scholar Tree

Japanese TreeLilac

Common
WhiteFir

White Spruce
Austrian Pine
Eastern White Pine

Common

Border Forsythia
Creeping Juniper

BalticEnglish vy

**  Only varieties resistant to Black Knot disease

Size

2.5" caliper
2" cdiper
2.5" caliper
2.5" caliper
2.5" caliper
2.5" caliper
2.5" caliper

Sze

7-8' height
7-8' height
7-8' height
7-8' height

Sze

2-3 height
24

2.5" plug

Planting




Structural Solil

For Usein
Primary Retail Areas

Structural soil isamanufactured soil composed
of auniformly blended mixture of crushed stone,
clay loam and hydrogel. It isused where area
for tree root growth islimited. Thisareais
frequently limited in streetscape situationswhere
gravel base for sidewalks and roadways must be
compacted to meet engineering specifications.
Structural soil can compact to meet these
specificationswhile allowing rootsto grow
freely. Roots are able to grow deeper and away
from the paved surfaces, therefore accessing
water and needed nutrients.

Anideal structural soil applicationwould bea
generous, linear trench within the tree belt,
linking all of the street tree plantings, providing a
significant areafor root growth. Wherethisis
not possible dueto vertical obstructionsor is
prohibited by cost, individual pockets of structural
soil should be considered. These pockets should
beaminimum of 14’ x 14’ by 30" depth. Depth
may be increased if the entire area is paved;
however, larger shared spaces are aways
preferable. See tree grate detail on page 27.

For moreinformation on structural soil, contact
NinaBassuk at nlb2@cornell.edu. Structural soil
isavailablefrom thefollowing areadistributors:

Boston Sand & Gravel, Boston, MA
(617)227-9000, (617) 523-7947 fax
Contact: Joe Gallagher

Aggregate Industries, Saugus, MA
(781) 941-7200, (781) 941-7228 fax
Contact: Lou louliano

Planting Within
Secondary Retail Areas

Where street trees are proposed within second-
ary retail areas, raised, grassed tree wells should
be provided. These tree wells should have a
minimum area of one hundred (100) square feet
and should be raised six (6) inches above
finished grade of the adjacent paved walkway.
These areas should be contained by granite curb.
Seetypical tree planting detail on page 40.

Planting
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Planting Techniques

Plant material standards, techniques, pruning,
maintenance, guarantee and care described here
arefor genera use only. Contractors shall
follow individual job specifications unless stan-
dards here are more strict. Contractors shall
perform the greater amount of work.

Material Sandards

All plantsand planting material shall meet or
exceed the specifications of Federal and State
laws requiring inspection for plant disease and
insect control. Quality and size shall conform
with the current edition of “Horticultural Stan-
dards’ for number one grade nursery stock, as
adopted by the American Association of Nurs-
erymen.

Plant materials shall be true to species and
variety specified and shall be nursery grownin
accordance with good horticultural practice
under climatic conditionssimilar tothoseinthe
locality of the project for at |east two years.
They shall have been root-pruned within the last
two years and shall be freshly dug.

Unless specifically noted otherwise, al plants

shall be of specimen quality; exceptionally heavy;

and symmetrical, so trained or favored in devel-
opment and appearance as to be unguestionable

and outstandingly superior inform, compactness
and symmetry. They shall be sound; healthy;
vigorous; well-branched and densely foliated
when in leaf; free of disease; insects; eggs or
larvae; and shall be free from physical damage
or conditionsthat would prevent thriving growth.

Plants shall not be pruned before delivery. Trees
with multipleleaders, unless specified, will be
rejected. Treeswith a damaged or crooked
leader, abrasion of bark, sunscalds, disfiguring
knots, insect damage, or cuts of limbs over 3/4"

in diameter, not completely calloused, will be
rejected.

Cadliper measurement shall be taken on the trunk
6" above natural ground linefor treesupto 4" in
caliper and 12" abovethe natural ground linefor
trees over 4" in caliper. Height and spread
dimensions specified refer to the main body of
the plant and not from branch tipto tip. Plants
shall be measured when branches arein their
normal position. If arange of sizeisgiven, no
plant shall belessthan the minimum size, and not
less than 50 percent of the plants shall be as
large as the maximum size specified. Measure-
ments specified are minimum size, acceptable
after pruning where pruning isrequired. Plants
that meet measurements but do not possess a
normal balance between height and spread shall
be rejected.

Planting
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Planting Season

Planting shall be done within thefollowing dates:
DeciduousMateria: March 1 - May 15
October 15 - December 1

Evergreen Material: March 1 - June 1
August 15 - October 15

Seeding, Sodding:  April 1-Junel
August 15 - October 15

EVERGREEN M / DECIDUOUS
e e A
DN /
7 ( &
NIAE
=
ﬂ\\ \ rM%' / MULCH - 4" MIN. DEPTH
7 ﬁ\ NG
4[ ﬁl
4" SAUCER
CUT & REMOVE @
TOP I/3 OF BURLAP ﬂ\ W EINISH GRADE
g /
‘||l!|.|!|.|!|.|.|!|.|!|.|.|l|.i=“"' """"""""""""""""""" q / WEED PREVENTING
T : PERFORATED POLY-FILM
M‘m S (XK IKKTTKK, o FERTILIZER ROOT PACKET, 2 PER
| " A ‘0:0:0:0:0:0:0:0:0:0:0:0:4 @Z=emUB, £'&" DEEP, PLACED A5
J\LW : 0\.:’:.::’:’:‘:’:.::‘:.4 == ROOT BALL 15 BACKFILLED
A VAV,9AS UNAVAA 1M PLANTING SOIL
M= I — M=
oF Im\ H%u\/ﬁmﬁwﬁ [ = \:/
K ITI=lIEN=E=EN=ENIENNS EXISTING SUBGRADE
“;’\/\\/\;\/\\/2\ ETEIEEIE
NOTE: PRUNE 1/3 TOP GROWTH ON
DECIDUCUS TREES ¢ SHRUBS.
REMOVE ALL DEAD CANE.
Typical shrub planting.

Techniques
Prepare tree and shrub pits as shown on the
following details.

Protect plants at all timesfrom sun or drying
winds. Plantsthat cannot be planted immedi-
ately on delivery shall be kept in the shade, well
protected with soil, wet moss, or other accept-
able material and shall be kept well watered.
Plants shall not remain unplanted for longer than
three days after digging. Plants shall not be
bound with wire or rope at any time so asto
damage the bark or break branches. Plants shall
belifted and handled from the bottom of the ball
only.

Set plants at same relationship to finished grade
as they bore to the ground from which they were
dug. Set plant plumb and bracerigidly in position
until prepared topsoil has been tamped solidly
around ball and roots.

Cut and remove ropes, strings and wrappings
from top 1/3 of ball after plant has been set.

L eave balance of wrappingsintact around ball.
If wrapping isplastic, removetop 2/3.

Backfill plant pitswith prepared planting soil.
When plant pits have been backfilled approxi-
mately 2/3 full, water thoroughly, eliminating all
air pockets. After watering, install planting soil
to top of pit and repeat watering.

Form saucer around tree or shrub. Finish grade
planting areasto conform to grades on detail.

Planting
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Techniques cont’'d

Mulch al pits and bedswith a4" layer of shred-
ded bark mulchimmediately after planting.

Immediately after planting, water all plants
thoroughly.

T
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]
==

))mx
44%

ROOT BALL

2-21/2" DRYNWALL SCRENS

2"'x2"x4" UNTREATED WOOD
CROSS MEMBER

2"x2"x4" UNTREATED WOOD STAKE

2"x2"x4" UNTREATED WOOD

2'%2'x4' UNSTREATED HOOD MULCH 4" MIN. DEPTH CROSS MEMEER
STAKE M/ 18" TAPER (MIN)

4 SAUCER

FINISH GRADE

— ; g 7 NEED PREVENTING

S\W:\m/“iw— TN / T / PERFORATED POLT-FILM
=IN==tl : o
2 ] [ A CUT & REMOVE TOP 1/3 :
MR- RS REIRRY [ — OF BRLAP £

AN ARSI =
[ R oo Setetetetetetete [t PLANTING SOIL
i KOO | TING 50

==

i‘ \‘/I%‘ \‘/liﬂmg‘ H§ \/\E\H/\i EXISTING SUBGRADE

2-2 1/2" DRYWALL SCRENS
FERTILIZER ROOT PACKET, 2 PER TYPICAL

\/ TREE, 6'-8" DEEP, PLACED AS . \-/ "
ROOT BALL 15 BACKFILLED
SECTION PLAN
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SIDEWALK PAVEMENT EXisti ng Trees
MATERIAL VARIES, SEE PLAN Existing treesdesignated to remain should be

GRANITE CURB, TYPE "V carefully protected throughout the construction
AS SPECIFIED process. Care should betakentolimit the
PLANTING BED compaction of soil around theroot zone of the

tree. Thesiteconditionsof eachtreeareunique
to that tree and cannot be applied universaly.
Wherever possible, the proposed grades should

K NOTE: Contractor shall t_)egscloseaspossiblt-:‘_toexistingcondition_st_o
% not disturb roots of limit root damage or disturbance. Wherethisis
= existing tree without not possiible, agranite curb planter asshownin
>

consulting Landscape the adjacent detail may be used to meet the
Architect and Owner
proposed grades.

o=l COMPACTED GRAVEL
02 3 %% agm:; BASE AND BACKFILL,
Q(% SO = 95% MIN. DENSITY
SIEEIEINEIE UNDISTURBED OR
| \H—Mm— == COMPACTED SUBGRADE
5" 5" 5"
TTMIN. T TYPICAL MIN.
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Pruning

Remove all dead wood, suckers, and broken or
badly bruised branches, unless otherwise directed
by the Landscape Architect. Contractor shall not
cut main leader of tree.

Use only clean sharp tools. Paint cuts over 3/4”
diameter, covering all exposed, living tissue.

Maintenance

Maintenance shall consist of pruning, watering,
cultivating, weeding, mulching, resetting plantsto
proper grades or upright position, restoration of
the planting saucer, and furnishing and applying
such sprays or other items as are necessary to
keep the planting free of insects and disease and
inthriving condition.

Planting areas and plants shall be protected at all
times against trespassing and damage of all kinds
for the duration of the maintenance period. If any
plants become damaged or injured, they shall be
treated or replaced as directed by the Landscape
Architect at no additional cost to the Owner.

Provide al equipment and means for proper
application of water to those planted areas not
equipped with anirrigation system.

Guarantee

The guarantee period for trees and shrubs shall
begin at the date of acceptance.

All plant material shall be guaranteed by the
Contractor for aminimum period of one year
from the date of Acceptance to bein good,
healthy and flourishing condition.

Care of Existing Plant
Materials

Upon completion of thelandscape work, all
existing treesshall be pruned and any injuries
repaired. Theamount of pruning shall belimited
to the minimum necessary to remove dead or
injured twigs and branches and to compensate for
the loss of roots as aresult of construction
operations. Roots greater than 2" shall be hand-
cut to provide clean, concise, cutting and removal.
Pruning shall be done in such amanner as not to
change the natural habit or shape of the plant. All
cuts shall be made flush, leaving no stubs. On all
cuts over 3/4" diameter and bruises or scarson
the bark, the injured cambium shall be traced back
toliving tissue and removed; wounds shall be
smoothed and shaped so as not to retain water,
and the treated area shall be coated with an
approved tree paint.
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Overhead View

Town of Amherst

Proposed Freestanding Kiosk
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Town of Amherst

Mounting Detall
Proposed Freestanding Kiosk
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Postering Kiosk Face(s)
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Town of Amherst
Proposed Freestanding Kiosk, Facing Views
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